ERDC TN-DOER-C18
August 2000

-
EL 15 18" THICK QUARRY SPALLS OVERPLACEMENT ALLOWANCE (GRAVEL CAP MATERIAL) %o
SELECT | 1TREEL 12 T 5% 105 GRAVEL CAP MATERIL -0 e e g o}
10 FILL 2 GRAV%%Z%/;)TERIAL OVERPLACEMENT ALLOWANCE (CAPPING MATERIAL) %o | §
. GEOMEMBRANE X r gl g
LINER TRAINING DIKES g =
VARIES YT o 3l 8
R o
203N > 25’ N
10°
T SELECT FILL |rve) \—A
CONFINED EXCAVATED :
EXISTING MUDLINE CAPPING MATERIAL
1
DSES%?’T’ZZ KEY MATERIAL KEY EXCAVATION
INLOGALIZED 457060 - GRAVEL CAP OVER
THICK CAP SECTION (TYP.)
CONTAINMENT BERM SECTION (TYP.) (OPTION B)
NOT TO SCALE NOT TO SCALE
15

CONTAINMENT
BERM

CDF GEOMEMBRANE

ELEVATION, FT
o

15
SCALE 5
e V//////] PAVEMENT SECTION BUFFER MATERIAL DREDGED HOT SPOT
10 0 10 20FT SEDIMENTS
T ———

PLACED IN CDF
CROSS SECTION /2
[y

Figure 9.  Eagle Harbor CDF cross-sectional view (to convert feet to meters, multiply by 0.3048; to

convert inches to centimeters, multiply by 2.54)
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